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|
|               general the work was very irregular and poor.    The tents
}               now in use are plainly marked, as shown in the accom-
panying diagram, the measurements being marked in feet
;               from the center of the tent.   When the tent is enfolding
|               a tree, the distance over it can readily be determined by
adding the number that touches the ground on one side
|               of the tree to the number that touches the ground on the
I               opposite side.   The two auxiliary lines are necessary, as
in actual practice the middle line may not fall over the
\               middle of the tree but to one side, and in such a case the
i               line nearest the center is used for measurement.    The two
side lines may be either three or four feet from the middle
line.
j                    '                      Equipment of Tents
j                  For elevating the tents over the trees, either poles or
derricks are used, the latter being necessary only for very
;               tall trees.    Fourteen- and  sixteen-foot poles are most
commonly used.    One end is sharpened to prevent its
\               slipping on the ground.   To the other end is fastened a
I               rope about three feet longer than the pole.   Sometimes
rings are attached to the edge of the tent, and these are
slipped over the ends of the poles;   it is usually more
I               satisfactory, however, to double-lap the edge of the tent
I               over the ends and secure it firmly by a half-Mtch of the
pulling ropes.
Generators
Another part of the outfit is the set of earthen jars or
containers called generators.   These are made especially
I               for the purpose, usually without covers, and of two gallon
!               capacity.   The two gallon size is preferred, as it is large